PCD 3 (3)

APPROACH AND LANDING (3)

Landing aids

1 
PIL 
Outer marker 10.


CTL 
Continue approach for runway 4R / be advised the high intensity lights are on.

------------

2 
PIL 
Final / we have the runway in sight.


CTL 
Cleared to land / wind 270° 15 kt.


PIL 
We're cleared to land.

(Time interval)


PIL 
Please dim the lights / they are a bit too bright.

CTL 
They are already on minimum settings.
------------

3 
PIL 
Short final.


CTL 
Cleared to land.


PIL 
Landing.

(Time interval)


PIL 
Please switch off the sequence flashers.

CTL 
Roger.

------------

4 
CTL 
Cleared to land.


PIL 
Please turn up ( or brighten up ) the approach lights.

------------

5 
CTL 
Be informed the red side-bars in the approach lighting are out of service / cat. 2
             landings not available.

------------

6 
CTL 
Be advised the first cross-bar in the approach lighting is off. 

------------


PIL 
British Caledonian 250 is passing the outer marker.


CTL 
Bee Cal 250 is cleared to land / 270° 5 kt.


PIL 
250 / can you turn the lights down ? it's a bit bright from up here. 


CTL 
250 / if you wish, but they're on the standard setting for the vis. ( = visibility ).


PIL 
We'd like' em down a bit.


CTL 
Roger / how' s that ?


PIL 
Much better, thanks / confirm we're cleared to land.


CTL 
British Caledonian 250 is cleared to land / two seven zero, seven knots.


PIL 
Two-fifty / we're cleared to land.

