PCD 9 (2)

MALFUNCTION REPORTING (1)

A) ENGINE TROUBLE

1) 
PIL 
We'd like to proceed to Yuma due to engine failure.

CTL 
Stand by for clearance.

PIL 
Please relay this message to our maintenance base in Fresno / we can't seem to contact them / "Had to shut down the n°1 engine after hearing a loud thump although cockpit instruments did not indicate a malfunction / fuel level's going down on the n°1 tank / must have been punctured by engine debris / dispatch .spare engine and tank to Yuma .

---------------

2) 
PIL 
American 76 reporting flame-out on the no3 engine 15 miles north of the Wells intersection.

CTL 
Roger, American 76 / cleared to the Tampa airport routeing Foster-Durham / FL 230 / report over Foster / over.

---------------

3) 
PIL 
Mohawk 25 reporting engine –shutdown / due to malfunction of the pitch lock system on the 

n°2 engine / we'd like to divert to Casper.

CTL 
Roger Mohawk 25 / you're cleared to Casper direct / FL 150. 

---------------

4) 
PIL 
We're encountering moderate turbulence at this level / is it likely to get worse further along

the route ?

CTL 
Severe turbulence reported in the Dove area from FL 180 upward.

PIL 
Request alternate route then, 'cause last time we flew in turbulence, 2 engines feathered.

---------------

5) 
CTL 
Continue climb to FL 240 / expedite through 210.

PIL 
Roger.

PIL 
N°3 engine feathered / unable to continue climb / levelling at 190.

CTL 
Can you maintain 190 for the moment ?

PIL 
Affirm.

( Time interval )

PIL 
Engine's started again / seems to be running quite smoothly now / it went out when we were caught in an updraught.

6) 
PIL 
We request emergency services on landing / engines number 2 and 3 are out.

CTL 
Confirm you're on 50 per cent power.

PIL 
Two from four leaves two / l guess that's fifty per cent.

B) ENGINE FIRE :

PIL 
Engine n°3 is overheating, probably due to bird ingestion on take-off / request priority landing at Southend.

CTL 
Stand by for clearance .

( Time interval )

PIL 
The fire warning light's just flashed on / engine on fire now / discharging.

CTL 
You're cleared to the Southend airport direct at FL 100.

PIL 
Cleared to Southend direct / FL 100.

( Time interval )

PIL 
Fire is out now, but we request fire service assistance on landing.

C) ENGINE EXPLOSION :

PIL 
Engine n°3 has partially disintegrated / request emergency landing at the Albuquerque airport.

CTL 
Roger / you are cleared to the Albuquerque airport / descend to FL 220.

PIL 
Roger / cleared to Albuquerque / leaving 350 for 220.

( Time interval }

PIL 
The fuselage seems to have been hit by engine debris.

CTL 
Do you have a decompression problem ?

PIL 
Affirm / descending at maximum rate.

CTL 
Roger / descend to FL 80.

PIL 
Passing FL 250 / descending to 80 now / request oxygen supply on landing far about 15 passengers. 'cause several oxygen masks didn't drop at decompression.

